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Charcoal Louvers

8 & 9 .0 NG

2440mm 2900mm

Thickness 12mm (+/-5to010%)



OGAAN

AMBROSE

LOUVERSPANEL

Charcoal Louvers

8 & 9.0 Ry

2440mm 2900mm

SMART, EAS) CARPENTER

TERMITE & MOISTURE HEAT & DUST MART, EASY & LONG. SEAMLESS
BORER FREE RESISTANT RESISTANT  INSTANT APPLICATION LASTING FRIENDLY DESIGNS

Thickness 12mm (+/-5t010%)




OGAAN

AMBROSE

LOUVERSPANEL

BREATHE

Freedom

Charcoal Louvers

L AVAILABLE IN _
8 & 9 .0 NG

2440mm 2900mm

Thickness 12mm (+/-5to010%)




OGAAN

AMBROSE

LOUVERSPANEL

DYNAMIC

Bregze

Charcoal Louvers

' 8 & 95 [ERbrw

- 2440mm 2900mm

TERMITE & MOISTURE HEAT & DUST 'SMART, EASY & LONG. CARPENTER SEAMLESS
BORER FREE RESISTANT RESISTANT  INSTANT APPLICATION LASTING FRIENDLY DESIGNS

Thickness 12mm (+/-5t010%)




OGAAN

AMBROSE

LOUVERSPANEL

Charcoal Louvers

8 & 9.0 lERGmH

2440mm 2900mm

TERMITE & MOISTURE HEAT & DUST
NT

CARPENTER SEAMLESS
BORER FREE RESISTANT RESISTAY FRIENDLY

SMART, EASY & LONG.
INSTANT APPLICATION LASTING DESIGNS

Thickness 12mm (+/-5to010%)




Charcoal Louvers

EFFICIENT

AMBROSE

LOUVER

OGAAN

A

8 & 995

2900mm

2440mm

Thickness 12mm (+/-5t010%)

SEAMLESS
DESIGNS

MOISTURE  EAS) CARPENTER
ESISTANT (CAT FRIENDLY

TERMITE & ISTURE
BORER FREE RESI

HEAT & DUST 'SMART, EASY & LONG.
RESISTANT  INSTANT APPLICATION LASTING
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LOUVERSPANEL

AIRFLOW

Charcoal Louvers

8 & 9.0 lERGmH

- 2440mm 2900mm
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Thickness 12mm (+/-5to010%)



OGAAN

AMBROSE

Charcoal Louvers

8 & 9.0 Ry

2440mm 2900mm

Thickness 12mm (+/-5t010%)



OGAAN

AMBROSE B

LOUVERSPANEL

LOUVER

Charcoal Louvers

8 & 9 .0 NG

- 2440mm 2900mm
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Thickness 12mm (+/-5to010%)
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AMBROSE B
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STYLISH

Charcoal Louvers

8 & 9.0 Ry

- 2440mm 2900mm

Thickness 12mm (+/-5t010%)
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AIRFLOW
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BORER FREE RESISTANT "RESISTANT.  INSTANT APPLICATION UStke  FRewly pesiows

Charcoal Louvers

8 & 9.0 lERGmH

2440mm 2900mm

Thickness 12mm (+/-5to010%)



OURPRODUCT RANGE

AMBROSE
CHARCOAL

AMBROSE ‘
LOUVERS

‘ Z SERIES
ACRYLIC

IMM

DECOPEDIA ‘ DOOR
0.8MM SININ

Installation Recommendations for Ogaan Louvers:

1. Prior to cutting and installation, carefully inspect the louvers for color accuracy as no
replacements will be provided once installed due to potential color variation between lots.
2. Store the louvers horizontally to ensure proper storage and prevent any warping or
damage.

3. It is recommended to use ‘Headless nails’ & ‘Water-based adhesive’ for installation.

4. Utilize standard carpentry tools, such as a hand saw or circular saw, for processing the

louvers during installation.

General Terms & Conditions for Warranty:

1. Replacements can be facilitated only prior to cutting the louvers, only in the event of any
manufacturing defects.

2. Allowance for length and width tolerance is +/- 5 t0 10%.

3. Allowance for thickness tolerance is +/- 5 to 10%.

4. Louvers should be used strictly for interior applications and should not be exposed to
direct sunlight.

5. Refrain from using harsh chemicals or thinners to clean the louver surface, opting for

gentler cleaning methods instead.

OGAAN

AMBROSE

LOUVERSPANEL
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